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R2009 & S2009
Mounting Template

TÄRKEÄÄ. Älä käytä tätä kaaviota, jos sen mittakaava on muuttunut kopio-idessa tai 
tulostaessa. Jos tämä ei ole alkuperäinen tai PDF tuloste tarkista rajat mittakaavasta 
alla ennen käyttöä.

注意：请尽量不要使用本安装挖孔尺寸模版图的复印件。如果使用复印件，则
在使用之前请确认其比例一定要与原件大小必须一致。

중요: 복사나 출력으로 크기가 조정 된 경우 이 템플릿을 사용하지 마십시오. 
원본이 아니거나 인쇄물이면, 사용하기 전 아래 치수선의 눈금을 확인 해 
주십시오.

注：このテンプレートは印刷やコピーによって縮尺が変わっていることがあ
りますので使用しないで下さい。テンプレートがオリジナルのものでない場
合には、下の寸法線を使って縮尺を確認してください。

ВНИМАНИЕ: Не используйте эту инструкцию, если она была изме
нена в размерах при копировании или распечатке. Если вы испол
ьзуете не оригинал, а распечатку из файла, убедитесь в соответс
твии размеров линейки в нижней части инструкции с действител
ьными размерами.

Hard materials e.g. GRP, Acrylic, hardwoods 2.3 - 2.5 mm (3/32")

Important drill bit size selection information

Front mount screw recommendations

Soft materials e.g. Plywood 1.9 - 2.3 mm (5/64")

Max 5.5 mm
(0.22”)

Hard materials e.g. GRP, Acrylic, hardwoods

Hard materials e.g. Metals, aluminium, iron, steel

2.3 - 2.5 mm (3/32")

M3 Threaded

Important drill bit size selection information

Front mount screw recommendations

Soft materials e.g. Plywood 1.9 - 2.3 mm (5/64")

Max 5.5 mm
(0.22”)

Check dimensions before cutting
12"

300 mm

NOTE: 
DO NOT SCALE
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